
M2546H-15
M2546H-14
M2546H-13
M2546H-12
M2546H-11
M2546H-10
M2546H-09
M2546H-08
M2546H-07
M2546H-06
M2546H-05
M2546H-04
M2546H-03
M2546H-022

3
4
5
6
7
8
9

10
11
12
13
14
15

CPoles Dimensions (mm)
BPart No A

2.54
5.08
7.62

10.16
12.70
15.24
17.78
20.32
22.86
25.40
27.94
30.48
33.02
35.56

5.08
7.62

10.16
12.70
15.24
17.78
20.32
22.86
25.40
27.94
30.48
33.02
35.56
38.10

--
2.54
5.08
7.62

10.16
12.70
15.24
17.78
20.32
22.86
25.40
27.94
30.48
33.02

Specifications
Voltage Rating: 250V AC/DC
Current Rating: 3A  AC/DC
Withstanding Voltage: 1500V AC/minute
Insulation Resistance:1000MΩ Min.
Temperature Range: -25°C~+85°C
Contact Resistance: Intial value/20mΩ Max.
After Enviornmental  Testing/20mΩ Max.

Housing
Part No.: M2546H
Material: P.B.T. UL 94V-0+15% glass fiber
Suitable HLB M2546T Series Terminal
Mates With HLB M2546W Series Wafer
Q'ty: 1,000 Pcs/Bag
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SECTION A-A

SECTION B-B

SECTION C-C

SPECIFICATIONS
Voltage Rating: 250V AC, DC
Current Rating: 3A, AC/DC
Withstanding Voltage: 1500V AC/minute
Insulation Resistance:1000MΩmin
Temperature Range: -25°C~+85°C
Contact resistance: Intial value/20mΩmax
After enviornmental testing/20mΩmax

TERMINAL
Part No.: M2546FT/TG
Applicable Wire: AWG#22-30
Material: Phosphor Bronze
Finish:Tin-plated
Used in HHB M2546MH series Housing
Q'ty: 15000 pcs/reel



M2546HA-15
M2546HA-14
M2546HA-13
M2546HA-12
M2546HA-11
M2546HA-10
M2546HA-09
M2546HA-08
M2546HA-07
M2546HA-06
M2546HA-05
M2546HA-04
M2546HA-03
M2546HA-02

A
2
3
4
5
6
7
8
9

10
11
12
13
14
15

Part No B
Dimensions (mm)

Poles
2.54
5.08
7.62

10.16
12.70
15.24
17.78
20.32
22.86
25.40
27.94
30.48
33.02
35.56

5.15
7.69

10.23
12.77
15.31
17.85
20.39
22.93
25.47
28.01
30.55
33.09
35.63
38.18

Housing
Part No.: M2546HA
Material: PBT+15%GF UL 94V-0
Suitable HLB M2546T series Terminal
Mates with HLB M2547W series Wafer
Q'ty: 1,000pcs/bag

Specifications
Voltage rating: 250V AC/DC
Current rating: 3A AC/DC
Withstanding Voltage: 1500V AC/Minute.
Insulation resistance:1000MΩ Min.
Temperature range: -25°C~+85°C
Contact resistance: Intial value/20mΩ Max.
After enviornmental  testing/20mΩ Max.
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M2546HC-15
M2546HC-14
M2546HC-13
M2546HC-12
M2546HC-11
M2546HC-10
M2546HC-09
M2546HC-08
M2546HC-07
M2546HC-06
M2546HC-05
M2546HC-04
M2546HC-03
M2546HC-022

3
4
5
6
7
8
9

10
11
12
13
14
15

CPoles Dimensions (mm)
BPart No A

2.54
5.08
7.62

10.16
12.70
15.24
17.78
20.32
22.86
25.40
27.94
30.48
33.02
35.56

5.08
7.62

10.16
12.70
15.24
17.78
20.32
22.86
25.40
27.94
30.48
33.02
35.56
38.10

--
2.54
5.08
7.62

10.16
12.70
15.24
17.78
20.32
22.86
25.40
27.94
30.48
33.02
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SPECIFICATIONS
Voltage rating: 250V AC, DC
Current rating: 3A, AC, DC
Withstanding Voltage: 1500V AC/minute
Insulation resistance:1000MΩ min
Temperature range: -25°C~+85°C
Contact resistance: Intial value/20mΩ max
After enviornmental  testing/20mΩ max

HOUSING
Part No.: M2546HC
Material: PBT UL 94V-0+15% glass fiber
Suitable HLB M2546T series Terminal
Mates with HLB M2546W series Wafer
Q'ty: 1000pcs/bag



Poles
Dimensions (mm)

BPart No

12
11
10
9
8
7
6
5
4
3
2

A
M2546MH-02
M2546MH-03
M2546MH-04
M2546MH-05
M2546MH-06
M2546MH-07
M2546MH-08
M2546MH-09
M2546MH-10
M2546MH-11
M2546MH-12

2.54
5.08
7.62

10.16
12.70
15.24
17.78
20.32
22.86
25.40
27.94

7.12
9.66

12.20
14.74
17.28
19.82
22.36
24.90
27.44
29.98
32.52

Housing
Part No.: M2546MH
Material: PBT UL 94V-0+30% glass fiber
Suitable HLB M2546T series terminal
Q`ty: 1000pcs/bag

Specifications
Voltage rating: 250V AC, DC
Current rating: 3A, AC, DC
Withstanding Voltage: 1500V AC/minute
Insulation resistance:1000MΩ min
Temperature range: -25°C~+85°C
Contact resistance: Iitial value/20mΩ max
After environmental testing/20mΩ max
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Recommand PCB Layout

WAFER
Part No.: M2546WR-XXP
Poles: 2-24
Material:PIN:Brass/Gold-flash
         Wafer:Nylon 66,UL94V-0
Mates with HHB M2546H series Housing
Q`ty: 1000pcs/bag

SPECIFICATIONS
Voltage rating: 250V AC, DC
Current rating: 3A, AC, DC
Withstanding Voltage: 1500V AC/minute
Insulation resistance:1000MΩ min
Temperature range: -25°C~+85°C
Contact resistance: Iitial value/20mΩ max
After environmental testing/20mΩ max

BA
Dimensions (mm)

PART NO.

48.26
45.72
43.18
40.64
38.10

50.80

PART NO.
Dimensions (mm)

53.34

40.64
43.18
45.72
48.26

38.10

m2546wr-20
m2546wr-19
m2546wr-18
m2546wr-17
m2546wr-16
m2546wr-15
m2546wr-14

m2546wr-11
m2546wr-10
m2546wr-09
m2546wr-08
m2546wr-07
m2546wr-06
m2546wr-05
m2546wr-04
m2546wr-03
m2546wr-02

A B

m2546wr-12
m2546wr-13

63.50
60.96
58.42
55.88

58.42
55.88
53.34
50.80m2546wr-21

m2546wr-22
m2546wr-23
m2546wr-24

35.56
33.02

30.48
27.94

2.54
5.08
7.62
10.16
12.70
15.24
17.78
20.32
22.86
25.40

33.02
35.56

25.40
22.86
20.32
17.78
15.24
12.70
10.16
7.62

27.94
30.48

Poles

12
11
10
9
8
7
6
5
4
3
2

13

Poles

24
23
22
21
20
19
18
17
16
15
14



Specifications
Voltage rating :250V AC/DC
Current rating : 3A  AC/DC
Withstanding voltage : 1000V AC/minute.
Insulation resistance : 1000MΩ Min.
Temperature range : - 25℃ to + 85℃
Contact resistance : Initial value/10mΩ Max.
After environmental testing/20mΩ Max.

Wafer
Part No. : M2546WRB
Material : Nylon 66 UL94V-0
Q'ty : 1,000 Pcs/Bag

2.54
5.08
7.62

10.16
12.70
15.24
17.78
20.32
22.86
25.40
27.94
30.48
33.02
35.56

B
5.59
8.13

10.67
13.21
15.75
18.29
20.83
23.37
25.91
28.45
30.99
33.53
36.07
38.61M2546WRB -15

M2546WRB -14
M2546WRB -13
M2546WRB -12
M2546WRB -11
M2546WRB -10
M2546WRB -09
M2546WRB -08
M2546WRB -07
M2546WRB -06
M2546WRB -05
M2546WRB -04
M2546WRB -03
M2546WRB -02

A
2
3
4
5
6
7
8
9

10
11
12
13
14
15

Part No
Dimensions (mm)

Poles
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Recommand PCB Layout

BA
Dimensions (mm)

PART NO.

48.26
45.72
43.18
40.64
38.10

50.80

PART NO.
Dimensions (mm)

53.34

40.64
43.18
45.72
48.26

38.10

m2546wrd-20
m2546wrd-19
m2546wrd-18
m2546wrd-17
m2546wrd-16
m2546wrd-15
m2546wrd-14

m2546wrd-11
m2546wrd-10
m2546wrd-09
m2546wrd-08
m2546wrd-07
m2546wrd-06
m2546wrd-05
m2546wrd-04
m2546wrd-03
m2546wrd-02

A B

m2546wrd-12
m2546wrd-13

63.50
60.96
58.42
55.88

58.42
55.88
53.34
50.80m2546wrd-21

m2546wrd-22
m2546wrd-23
m2546wrd-24

35.56
33.02

30.48
27.94

2.54
5.08
7.62
10.16
12.70
15.24
17.78
20.32
22.86
25.40

33.02
35.56

25.40
22.86
20.32
17.78
15.24
12.70
10.16
7.62

27.94
30.48

Poles

12
11
10
9
8
7
6
5
4
3
2

13

Poles

24
23
22
21
20
19
18
17
16
15
14

C

33.27
30.73

23.11
20.57
18.03
15.49
12.95
10.41
7.87

5.33

25.65
28.19

C

45.97
43.43
40.89
38.35
35.81

48.51
51.05

61.21
58.67
56.13
53.59

WAFER
Part No.: M2546WRD-XXP
Poles: 2-24
Material:PIN:Brass/Gold-flash
         Wafer:Nylon 66,UL94V-0
Mates with HHB M2546H series Housing
Q`ty: 1000pcs/bag

SPECIFICATIONS
Voltage rating: 250V AC, DC
Current rating: 3A, AC, DC
Withstanding Voltage: 1500V AC/minute
Insulation resistance:1000MΩ min
Temperature range: -25°C~+85°C
Contact resistance: Iitial value/20mΩ max
After environmental testing/20mΩ max


