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Specifications :
Voltage rating: 125V AC / DC
Current rating:  1A  AC / DC
Withstanding voltage: 500V AC/minute
Temperature range: -25°C~+85°C
Insulation resistance:≥100MΩ
Contact resistance: ≤20mΩ
After environmental testing：≤40mΩ
Suitable HHB Terminal:J1005T
Mates HHB Wafer:J1005W-XX
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Specifications :
Voltage rating: 125V AC / DC
Current rating:  1A  AC / DC 
Withstanding voltage: 500V AC/minute
Temperature range: -25°C~+85°C
Insulation resistance:≥100MΩ
Contact resistance: ≤20mΩ
After environmental testing：≤40mΩ
Wire Range:AWG#28-32
Insulation  O.D.:0.80mm Max
Used In HHB Housing:J1005H-XX
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Specifications :
Voltage rating: 125V AC / DC
Current rating:   1A  AC / DC
Withstanding voltage: 500V AC/minute
Temperature range: -25°C~+85°C
Insulation resistance:≥100MΩ
Contact resistance: ≤20mΩ
After environmental testing：≤40mΩ
Material(Pin And Solder Tabs):Phosphor Bronze
Finish(Solder Tabs):Matte Tin Plating 
Mates With HHB  Housing :J1005H-XX
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Specifications :
Voltage rating: 125V AC / DC
Current rating:   1A  AC / DC
Withstanding voltage: 500V AC/minute
Temperature range: -25°C~+85°C
Insulation resistance:≥100MΩ
Contact resistance: ≤20mΩ
After environmental testing：≤40mΩ
Material(Cap):LCP UL 94V-0
Material(Pin):Phosphor Bronze
Material(Solder Tabs):Brass
Finish(Solder Tabs):Matte Tin  plating
Mates With HHB Housing:J1005H-XX
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