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产品 Products

外箱标签 Carton Label

步聚一 Step 1

步聚二 Step 2

步聚三  Step 3

包裝說明：
Packaging Instruction.

步驟1：將檢驗好之产品依包装数量装入PE袋中，然后将PE袋封好并贴上标签.
Step 1: Pack all the passed goods into PE bag.And then stick label on the PE bag.
步驟2:  将装好产品的PE袋依数量整齐摆放装入纸箱中.包扎带包扎好.
Step 2: Step 2: Line up all PE bags with products.
步驟3：用透明胶把纸箱封好并在纸箱上贴上标签，再用.
Step 3:  Seal the caton and stick label on the carton, then bind up.
注：   尾数可用填充物填充。
PS: If there is room, it can be filled with other stuff to keep the carton full.                          

DONGUAN HANHAO PRECISION ELECTRONIC CO.,LTD

东莞市翰皓精密电子有限公司       J  0800H-XX
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Single hole: None Hole Side
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2. 10 Sprocket Hole Pitch Cumulative Tolerance±0.2MM ; 圆孔十个孔距离累计允许公差为±0.2mm

3. Materaial for PS Black ; 材质为PS材质 Color颜色：Natural透明色

5. bracer保护带：Color颜色:Natural透明色;厚度0.40mm最小

6.Thinkess=0.30±0.05 ; 材料厚度为0.30±0.05mm
7.Cover Tape上带：冷封
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 COVER TAPE 上带

下带CARRIER TAPE

PEELING DIRECTION
     剥离方向

TAKING OUT DIRECTION
       拉出方向

 COVER TAPE PEEL STRENGTH:20~120g
         上带剥离力量:20~120g

速度 PEEL SPEED:300mm/minute
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Single hole: None Hole Side
单孔：贴无链孔侧
Double hole: Elliptical Hole Side
双孔: 贴椭圆孔侧
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1. Carrier Camber Is Within 1mm In 100mm ;  带长100mm内容许弯曲度1mm
2. 10 Sprocket Hole Pitch Cumulative Tolerance±0.2MM ; 圆孔十个孔距离累计允许公差为±0.2mm

3.  Carrier tape materaial for PS ; 下带材质为PS材质; Color颜色:Natural透明色

4. bracer保护带：Color颜色:Natural透明色,厚度0.40mm最小

5.Thinkess=0.30±0.05 ; 材料厚度为0.30±0.05mm
6.Carton material纸箱材质:K=K;  Carton Thickness纸箱厚度：6~7mm
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